SPECIFICATIONS & PERFORMANCE

ROTAX 912iS ROTAX 916 iS Turbo
(100 HP) (160 HP)

Empty weight (approximate) from 800 Ib from 800 Ib 1050 Ib

Max. Take-Off Weight 1650 Ib 1650 Ib 1760 Ib

Wing span 28 ft 10 in 28 ft 10 in 28 ft 10in

Wing area 124 ft? 124 ft? 124 ft2

Length 21 ft 21 ft 21 ft

Max cabin width 4 ft 4 ft 4 ft

Fuel tanks capacity 36 to 47 Gal 36 to 47 Gal 47 gal US

Max. Climb rate 65 KIAS 65 KIAS 80 KIAS

Stall speed with no flaps IAS (Vs) 44 KIAS 44 KIAS 48 KIAS

Stall speed with full flaps IAS (Vs0) 38 KIAS 38 KIAS 44 KIAS

Engine max power (Rotax engine) 100HP 100 HP 160 HP

Best climb speed IAS 1080 ft/min 1080 ft/min 1510 ft/min

Max. Load factors (Gust load factors) +4G / -2G +4G / -2G +4G / -2G

VNE IAS 120 KTAS 120 KTAS 140 KTAS

Glide Ratio 11.5:1 11.5:1 10:1
Consumption at Long Range speed 3.17 gal US/h 3.17 gal US/h 4.49 gal US/h

Cruise speed at Long Range power at Sea Level TAS 68 KTAS 68 KTAS 82 KTAS

Range at Long Range speed at Sea Level 952 NM 952 NM 984 NM

Long Range cruise speed at FL90 TAS 75 KTAS 76 KTAS 90 KTAS

Range at Long Range speed at FL90 1050 - 1350 NM 1064 - 1364 NM 1080 NM
Consumption at 75% power at Sea Level 4.9 gal US/h 4.9 gal US/h 7.42 gal US/h

Cruise speed (Vc) at 75% power at Sea Level TAS 98 KTAS 98 KTAS 122 KTAS

Range at 75% power at Sea Level 720 NM 728 NM 781 NM
Consumption at 75% power at FL120 4.2 gal US/h 4 gal US/h 7 gal US/h

Cruise speed (Vc) at 75% power at FL120 TAS 104 KTAS 105 KTAS 126 KTAS

Range at 75% power at FL120 884 - 1,150 NM 939 -1,220 NM 853 NM
Consumption at max. horizontal speed at Sea Level 6.55 gal US/h 6.52 gal US/h 8.53 gal US/h

Max. Horizontal speed (Vh) at Sea Level TAS 112 KTAS 113 KTAS 133 KTAS E
Range at max. horizontal speed at Sea Level 612 NM 622 NM 741NM g
Consumption at max. horizontal speed at FL120 6 gal US/h 5.94 gal US/h 8 gal US/h e
Max. Horizontal speed (Vh) at FL120 TAS 112 KTAS 113 KTAS 133 KTAS E
Range at max. horizontal speed at FL120 662 - 860 NM 683 - 1,147 NM 793 NM

* Performance and Specification numbers can vary according to aircraft trim, engine choice, configuration and/or optionals.




